ABSTRACT In this study, the flexural behavior of steel fiber reinforced ultra high performance concrete (UHPC) was investigated. It presents experimental results of steel fiber reinforced UHPC with steel fiber content of 2% by volume and steel reinforcement ratio of less than 0.02. This study aims at providing more information about UHPC beams in bending in order to establish a reasonable prediction model for flexural resistance and deflection in structural code in the future. The experimental results show that UHPC is in favor of cracking behavior and ductility of beams, and that the ductility indices range from 6.29 to 10.44, which means high ductility of UHPC. Also, the flexural rigidity of beam whose cast is begun from end of beam is larger than that of beam whose cast is begun from midspan of beam. This result represents that the flexural rigidity is affected by the placing method of UHPC.
강섬유로 보강된 초고성능 콘크리트의 휨 거동에 대한 실험 연구

군산대학교 토목공학과
2 )
한국건설기술연구원 구조교량연구실
An Experimental Study on Flexural Behavior of Steel Fiber Reinforced Ultra High Performance Concrete
In-Hwan Yang,
1)
* Chang-Bin Joh, 2) Su-Tae Kang, 2) and Byung-Suk Kim 
4,5)
대표적인 초고성능 콘크리트로는 유기섬유를 적용한
ECC(engineered cementitious composite)
3)
와 강섬유를 사용 한 RPC (reactive powder concrete) 등이 있다.
강섬유 보강 초고성능 콘크리트는 콘크리트의 처짐 및 휨강도 특성, 균열 이후 연성거동 특성을 향상시키는 것 으로 알려진 바 있다. [6] [7] [8] [9] 그러나 강섬유 보강 초고성능 콘 크리트의 재료실험을 통한 재료특성 연구 [10] [11] [12] [13] [14] 에 비해 구 조적 거동에 관한 연구 Table 3에 나타내었다.
실험체 계획
이 실험에서는 직사각형 단면형상을 가진 14개의 부재 를 제작하였다. 이를 위해 구조 실험체는 철근이 없는 경우를 기본으로 하고(실험체 NR), 철근 개수 및 철근 층의 개수를 조절하여 철근비를 각각 다르게 하였다. 직 사각형 단면에서 철근을 배치한 부재는 D13 철근을 1층 으로 2열 배근한 경우(실험체 R12), 1층으로 3열 배근한 경우(실험체 R13 및 실험체 R13C), 1층으로 4열 배근한 경우(실험체 R14), 2층으로 2열 배근한 경우(실험체 R22),
실험체 제작
실험체는 다음과 같은 공정으로 이루어졌다. 먼저 철 (Fig. 7(a) (1) 
하중-변형률 관계
콘크리트 변형률게이지와 철근 변형률게이지에서 측정 한 변형률을 바탕으로 하중-변형률 관계를 파악하였다. 
